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•	Smooth corners and edges that will not abrade wiring or irritate hands
•	Integrated nonskid liners and unique cover designs insure the duct 

cover will not slide once installed or during vibration
•	Specially formulated lead-free PVC material meet the flame retardant 

requirements
•	Material: PVC
•	Length: 1M
•	Color: All colors are available

* Wiring volume is based on telephone lines of 0.8 mm in diameter.

ROUND TYPE WIRING DUCTS

Part No. W
mm (inch)

W1
mm (inch)

H
mm (inch)

H1
mm (inch)

GRD-20 20.0 (0.79) 8.0 (0.31) 6.0 (0.24) 4.0 (0.16)

GRD-30 30.0 (1.18) 11.0 (0.43) 8.0 (0.31) 6.0 (0.24)

GRD-40 39.0 (1.54) 16.0 (0.63) 10.0 (0.39) 8.0 (0.31)

GRD-50 49.0 (1.93) 24.0 (0.94) 12.0 (0.47) 9.0 (0.35)

GRD-60 58.0 (2.28) 30.0 (1.18) 12.0 (0.47) 9.0 (0.35)

GRD-70 68.0 (2.68) 39.0 (1.54) 14.0 (0.55) 11.0 (0.43)

GRD-90 90.0 (3.54) 45.0 (1.77) 19.0 (0.75) 15.0 (0.59)

GRD-120 120.0 (4.72) 70.0 (2.76) 25.0 (0.98) 21.0 (0.83)

•	Backed with high quality double sided tape for permanent fixture
•	Good for floor wiring to facilitate trolley pass and to avoid tripping, 

especially in public places, like shopping malls, hospitals, and 
stations

•	Material: PVC
•	Length: 1M
•	Color: All colors are available

Part No. W
mm (inch)

W1
mm (inch)

W2
mm (inch)

H
mm (inch)

H1
mm (inch)

Wire to be 
Contained

GD-1 15.5 (0.61) 10.0 (0.39) 9.0 (0.35) 7.7 (0.30) 5.0 (0.20)  1 PCS 

GD-2 20.0 (0.79) 13.0 (0.51) 11.0 (0.43) 9.5 (0.37) 7.0 (0.28)  2-3 PCS 

GD-3 22.3 (0.88) 12.0 (0.47) 14.0 (0.55) 12.9 (0.51) 10.0 (0.39)  3-4 PCS 

GD-4 26.2 (1.03) 13.0 (0.51) 17.0 (0.67) 14.7 (0.58) 12.0 (0.47)  4-7 PCS 

GD-5 28.0 (1.10) 13.0 (0.51) 19.0 (0.75) 19.4 (0.76) 17.0 (0.67)  7-9 PCS 

GD-6 30.2 (1.19) 15.0 (0.59) 21.0 (0.83) 19.7 (0.78) 17.0 (0.67)  10-15 PCS 

GD-8 50.0 (1.97) 28.0 (1.10) 35.0 (1.38) 19.5 (0.77) 17.0 (0.67)  30-40 PCS 

GD-9 12.4 (0.49) 7.0 (0.28) 6.0 (0.24) 7.3 (0.29) 5.0 (0.20)  1 PCS 

GD-10 15.2 (0.60) 8.0 (0.31) 8.0 (0.31) 10.1 (0.40) 8.0 (0.31)  2 PCS 

GD-11 25.2 (0.99) 12.0 (0.47) 17.0 (0.67) 12.3 (0.48) 9.6 (0.38)  4-7 PCS 

GD-12 25.2 (0.99) 10.0 (0.39) 17.0 (0.67) 16.1 (0.63) 13.6 (0.54)  7-9 PCS 


