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MARKER TIES

 Part No. Length (L)  
mm (inch)

Width (W) 
mm (inch)

Max.Bundle ø  
mm (inch)

Min. Loop Tensile Strength Marker Area (L1xW1)
mm (inch)N kgf  lbf

GTK-110M 110 (4.33) 2.5 (0.10) 18 (0.71) 80 8.2 18 9.1x20.4 (0.36x0.80)

GTK-210M 210 (8.27) 2.5 (0.10) 50 (1.97) 80 8.2 18 9.1x20.4 (0.36x0.80)

•	Tie and identify bundles of cable in one operation
•	Large flat area for imprinting or writing the required information
•	Hot stamping available, which is subject to minimums and lead times
•	Label may be imprinted or written with marker pen
•	Material: Polyamide 6,6, UL94V-2
•	Color: All colors are available

 Part No. Length (L)  
mm (inch)

Width (W) 
mm (inch)

Max.Bundle ø  
mm (inch)

Min. Loop Tensile Strength Marker Area (L1xW1)
mm (inch)N kgf  lbf

GTK-100M 102 (4.02) 2.5 (0.10) 18 (0.71) 80 8.2 18 8.0x25.4 (0.31x1.00)

GTK-200M 200 (7.87) 2.5 (0.10) 50 (1.97) 80 8.2 18 8.0x25.4 (0.31x1.00)

 Part No. Length (L)  
mm (inch)

Width (W) 
mm (inch)

Max.Bundle ø  
mm (inch)

Min. Loop Tensile Strength Marker Area (L1xW1)
mm (inch)N kgf  lbf

GTK-190ST 190 (7.48) 4.8 (0.19) 46 (1.81) 222 22.6 50 28.0x13.0 (1.10x0.51)

GTK-220ST 220 (8.66) 4.8 (0.19) 54 (2.13) 222 22.6 50 28.0x13.0 (1.10x0.51)

GTK-270ST 270 (10.63) 4.8 (0.19) 65 (2.56) 222 22.6 50 28.0x13.0 (1.10x0.51)

GTK-300ST 300 (11.81) 4.8 (0.19) 76 (2.99) 222 22.6 50 28.0x13.0 (1.10x0.51)

GTK-370ST 370 (14.57) 4.8 (0.19) 102 (4.02) 222 22.6 50 28.0x13.0 (1.10x0.51)
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