* Available in a wide range of materials.
* Internal serrations allowing for a positive hold onto cable and pipe

«17-60"

bundles.

* The design of the head guarantees a high tensile strength while (430-1 530mm)
allowing a very low insertion force.

* Flame-retardant, Heat-resistant, UV resistant are available. THE WORLD’S

* Material: Polyamide 6,6, UL94 V2 LONGEST CABLE TlE

* Color: All colors are available

(O T > W]
L L J
UL 181B-C Approved UI.
For Use With UL Non-Metallic Air Ducts and Air Connectors o !E!Bs::rsEezl\;
Part No. Length Width Max.Bundle Dia. Mi“'é‘t‘::l’:;f‘“s"e Recommended
mm (inch) mm (inch) mm (inch) kg (Ibs) Crimping Tools

GT-200HD 200 (7.87) 7.6 (0.30) 50 (1.97) 54.4 (120)
GT-300HD 300 (11.81) 7.6 (0.30) 76 (2.99) 54.4 (120)
GT-370HD 370 (14.57) 7.6 (0.30) 102 (4.02) 54.4 (120)
GT-430HD-S 430 (16.93) 7.6 (0.30) 125 (4.92) 54.4 (120)
GT-540HD-S 533 (20.98) 7.6 (0.30) 140 (5.51) 54.4 (120)
GT-430HD 430 (16.93) 9.0 (0.35) 110 (4.33) 79.4 (175)
GT-530HD 526 (20.71) 9.0 (0.35) 140 (5.51) 79.4 (175) <
GT-630HD 610 (24.02) 9.0 (0.35) 187 (7.00) 79.4 (175) GIT-709
GT-780HD 776 (30.55) 9.0 (0.35) 228 (8.98) 79.4 (175)
GT-830HD 815 (32.09) 9.0 (0.35) 239 (9.41) 79.4 (175)
GT-920HD 912 (35.91) 9.0 (0.35) 263 (10.35) 79.4 (175)
GT-1220HD 1220 (48.03) 9.0 (0.35) 365 (14.37) 79.4 (175)
GT-1530HD 1530 (60.24) 9.0 (0.35) 460 (18.11) 79.4 (175)

* Other sizes available. Subject to minimum order request.




