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TEFZEL® CABLE TIES

 Part No. Length (L)  
mm (inch)

Width (W) 
mm (inch)

Max.Bundle ø  
mm (inch)

Min. Loop Tensile Strength

N kgf  lbf

GT-100M-TF 102 (4.02) 2.4 (0.09) 22 (0.87)   80 8.2   18

GT-150I-TF 150 (5.91) 3.6 (0.14) 35 (1.38) 178 18.2   40

GT-200I-TF 200 (7.87) 3.6 (0.14) 53 (2.09) 178 18.2  40

GT-190ST-TF 190 (7.48) 4.6 (0.18) 46 (1.81) 222 22.6   50

GT-200ST-TF 200 (7.87) 4.6 (0.18) 50 (1.97) 222 22.6   50

GT-300ST-TF 300 (11.81) 4.8 (0.19) 76 (2.99) 222 22.6   50

GT-370ST-TF 370 (14.57) 4.6 (0.18) 102 (4.02) 222 22.6   50

GT-300HD-TF 300 (11.81) 7.3 (0.29) 76 (2.99) 445 45.4 100

GT-370HD-TF 370 (14.57) 7.4 (0.29) 102 (4.02) 445 45.4 100

GT-430HD-TF 435 (17.13) 8.8 (0.35) 122 (4.80) 445 45.4 100

•	Tefzel® cable ties are specialized cable ties recommeded  for 
applications requiring high resistance to environmental stresses 
such as chemical attack, gamma radiation, ultraviolet radiation, and 
extreme temperatures.

•	Ideal for use in nuclear power facilities and chemical processing 
plants

•	Standard color of Tefzel® cable tie is blue
•	Material: Tefzel® (ETFE)
•	Color: Blue, black

*Tefzel® is a registered trademark of E.T. du Pont de Nemours and Company.
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