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A-49

FASTENING SYSTEM

Part No. Length (L)
mm (inch)

Width (W)
mm (inch)

Max.Bundle ø  
mm (inch)

Min. Loop Tensile Strength Mounting 
Hole ø

mm (inch)

Panel 
Thickness  
mm (inch)N kgf  lbf

FTC-010 125 (4.90) 8.0 (0.31) 26 (1.02) 222 22.6 50 ø7.8 (0.31) 1.0~3.0 
(0.04~0.12)

FTC-011 174 (6.86) 6.5 (0.26) 43 (1.69) 147 15 33 ø12.7 (0.50) 1.0~2.5 
(0.04~0.10)

FTF-009 112 (4.41) 2.5 (0.10) 22 (0.87) 80 8.2 18 ø4.8 (0.19) 0.5~2.4 
(0.02~0.09)

FTF-019 170 (6.69) 5.5 (0.22) 40 (1.57) 178 18.2 40 ø6.5 (0.26) 1.0~2.8 
(0.04~0.11)

Releasable

PUSH MOUNT CABLE TIES

•	The wing design of the mount helps stabilize the tie in high vibration 
applications 

•	These ties are ideal for fixing bundles along a wide range of surfaces 
materials such as sheet metal, wood, or cast iron 

•	One-piece, all plastic ties for quick, simple cable mounting
•	Applied to different industries such as automotive, aviation,  white 

goods manufacture, and panel building
•	Special specifications supplied by customers' order
•	Material: Polyamide 6,6, UL94V-2
•	Color: Black
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