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FEATURES OF SECURITY SEALS

Larger marking area enhances the 
exclusive identification: Laser print 
number, heat stamping logo or barcode 
makes the each security seal one of its 
kinds. Barcode accelerate the efficiency 
of checking on delivery

Mechanical design for difficulty to untie: 
It is not releasable unless to break the 
seal thus reduces the risk of theft or 
tampering

Tear line makes it efficient 
to check on delivery

Bead ties design: Difficult to tear 
apart. Extensively apply for cash bags, 
distribution or aircraft boxes

Reversed teeth ties design: The wider 
and with reversed teeth keep bag seal 
tighten and firm

The spare tail can insert into the 
hole without cutting the tail

Compound-material buckle 
design: Enhance the tensile 
strength and difficulty to pull 
apart, insuring the high security 
level

Strong and durable: Max. 
44.7KG(98.55lbs) tensile strength. 
Suitable for larger cash or mail 
bags

Security Seals: The Best Safety Solution for Airlines, Logistics, and 
Banks

Although the security seals and cable ties look alike, but its design for safety level and 
unique identification meet the security regulation of customhouse and logistic industry. 
The characteristic of preventing theft, tampering and smuggling update the global logistic 
efficiency and security.

Applications:
•	Banks: Cash bags
•	Airlines: Dining boxes, duty-free goods boxes
•	Logistics: Delivery boxes, container and vehicle door
•	Post office/ Express delivery: Parcel bags
•	Special industries: Medical waste process boxes, chemical barrels, fire extinguishers
•	All professions: Classified document bags, confidential packages
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Part No. Length
mm (inch)

Width
mm (inch)

Marker Area 
Max.Bundle ø

mm (inch)

Min. Loop Tensile Strength

L1
mm (inch)

W1
mm (inch) N kgf  lbf

HL-310 318 (12.52) 3.8 (0.15) 56.3 (2.22) 30.7 (1.21) 60.0 (2.36) 235 24.0 53

HLP-235 237 (9.33) 3.2 (0.13) 32.0 (1.26) 20.1 (0.79) 48.0 (1.89) 126 12.8 28

HLX-310 318 (12.52) 3.8 (0.15) 29.5 (1.16) 27.2 (1.07) 68.0 (2.68) 231 23.6 52

HLP-330 330 (12.99) 6.0 (0.24) 38.0 (1.50) 25.2 (0.99) 67.0 (2.64) 201 20.5 45

BAG SEALS

•	Large marker area for detail logo or idenfication numbers
•	Material: Polyamide 6 or PP  
•	Color: All colors are available 

Loop tail around item to be sealed. 
Insert tail end through the locking 
chamber and pull tight. 

Break seal using appropriate cutters.
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MULTI-PURPOSE BAG SEALS

•	Large marker area for detail logo or idenfication numbers
•	Remove seal by pulling along tear line
•	Material: Polyamide 6 or PP  
•	Color: All colors are available

Loop tail around item to be
sealed. Insert tail end through the 
locking chamber and pull tight. 

Just pull along tear line to remove 
the seal.

將保全封條帶身套住欲保全的物件，並將尾端插入帶扣，拉緊即可。

將保全封條帶身套住欲保全的物件，並將尾端插入帶扣，拉緊即可。
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Part No. Length
mm (inch)

Width
mm (inch)

Marker Area 
Max.Bundle ø

mm (inch)

Min. Loop Tensile Strength

L1
mm (inch)

W1
mm (inch) N kgf  lbf

HLP-300 302 (11.89) 5.8 (0.23) 41.0 (1.61) 30.3 (1.19) 50.0 (1.97) 392 40.0 88

HL-430 435 (17.13) 3.8 (0.15) 56.0 (2.20) 30.0 (1.18) 99.0 (3.90) 235 24.0 53

HLP-370 370 (12.09) 5.4 (0.22) 60.5 (2.38) 30.7 (1.21) 71.0 (2.80) 235 24.0 53

HLP-420 422 (16.61) 5.8 (0.23) 41.0 (1.61) 30.3 (1.19) 88.0 (3.46) 438 44.7 98

HLX-430 433 (17.05) 3.8 (0.15) 55.0 (2.17) 29.7 (1.17) 93.0 (3.66) 328 33.4 74
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Hua Wei Industrial Co., Ltd. is a leading manufacturer of wire and cable management products 
in the world. Since 1976, Hua Wei has delivered excellence by consistently providing customers 
with extraordinary quality, first-class customer service, competitive pricing, and timely delivery. 
With rich experience and expertise, Hua Wei’s global reach and presence is unmatched in the 
industry.

Headquartered in Taichung Taiwan, Hua Wei has expanded its manufacturing operations 
overseas in China and Thailand that are vertically integrated in design, manufacturing, 
processing, assembly, and packaging, thus expediting its response to changes in customer 
needs and market requirements. Moreover, all of Hua Wei manufacturing facilities are certified 
to ISO/TS16949, ISO9001, and ISO14001, complying with top-level quality systems and 
minimizing environmental impacts. 

Hua Wei offers exceptional service combined with a large selection of products for a variety 
of applications in electrical, electronics, telecommunications, automotive, shipbuilding, rail, 
energy, construction, and retailing industries. In addition, to meet industry needs and market 
requirements, Hua Wei’s products have gained UL, CE, CSA, ABS, DNV GL, BV and CQC 
accreditations and are all compliant with RoHS and REACH regulations.

Building its competitive advantage upon the core goals of innovation, continuous improvement 
and complete customer satisfaction, Hua Wei always spares no effort in advanced research 
and development to maintain its leading position and continually invests in its manufacturing 
operations to ensure customers receive the highest quality products and services. 

HUA WEI INDUSTRIAL CO., LTD.
HEADQUARTERS
NO.1, GONGYEQU 26TH RD., NANTUN DIST., 
TAICHUNG CITY, 40850, TAIWAN
TEL: +886-4-23597777
FAX: +886-4-23596705~6
Email: service@hwlok.com
http://www.hwlok.com

FACTORIES
Taichung, Taiwan
Dongguan, China
Chonburi, Thailand
Rayong, Thailand


